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car must be supervised by a representa-
tive of the shipper or carrier. The cer-
tification shall be made in Car Certifi-
cate No. 3 on the form prescribed in 
paragraph (f) of this section. 

(f) Each car certificate for use in con-
nection with the inspection of rail cars 
for the carriage of Division 1.1 or 1.2 
(explosive) materials shall be printed 
on strong tag board measuring 18 by 18 
cm (7.1 by 7.1 inches) or 15 by 20 cm (5.9 
by 7.9 inches). It must be duly executed 
in triplicate by the carrier, and by the 
shipper if he loads the shipments. The 
original must be filed by the carrier at 
the forwarding station in a separate 
file and the other two must be attached 
to the car, one to each outer side on a 
fixed placard board or as otherwise pro-
vided. 

llllllllll Railroad 

CAR CERTIFICATE 

No. 1 lll Station llllll 

20ll. 

I hereby certify that I have this day per-
sonally examined Car Number lll and 
that the car is in condition for service and 
complies with the FRA Freight Car Safety 
Standards (49 CFR part 215) and with the re-
quirements for freight cars used to transport 
explosives prescribed by the DOT Hazardous 
Materials Regulation (49 CFR part 174). 

Qualified Person Designated Under 49 CFR 
215.11 

No. 2 lll Station llllll 

20 ll. 

I have this day personally examined the 
above car and hereby certify that the explo-
sives in or on this car, or in or on vehicles or 
in containers have been loaded and braced; 
that placards have been applied, according to 
the regulations prescribed by the Depart-
ment of Transportation; and that the doors 
of cars so equipped fit or have been stripped 
so that sparks cannot enter. 

Shipper or his authorized agent 
Qualified Person Designated Under 49 CFR 

215.11 

No. 3 lll Station llllll 

20 ll. 

I hereby certify that I have this day per-
sonally supervised the loading of the vehi-
cles or containers on and their securement 
to the above car. 
Shipper or railway employee inspecting load-

ing and securement 
NOTE 1: A shipper must decline to use a car 

not in proper condition. 

NOTE 2: All certificates, where applicable, 
must be signed. 

[Amdt. 174–26, 41 FR 16092, Apr. 15, 1976] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 174.104, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

§ 174.105 Routing shipments, Division 
1.1 or 1.2 (explosive) materials. 

Before a shipment of Division 1.1 or 
1.2 (explosive) materials destined to a 
point beyond the lines of the initial 
carrier is accepted from the shipper, 
the initial carrier shall ascertain that 
the shipment can go forward by the 
route designated. To avoid delays en 
route, the initial carrier must be in 
possession of full rate information be-
fore forwarding the shipment. 

[Amdt. 174–26, 41 FR 16092, Apr. 15, 1976, as 
amended by Amdt. 174–68, 55 FR 52682, Dec. 
21, 1990; 66 FR 45383, Aug. 28, 2001] 

§ 174.106 ‘‘Order-Notify’’ or ‘‘C.O.D.’’ 
shipments, Division 1.1 or 1.2 (ex-
plosive) materials. 

(a) A carrier may not accept for 
transportation Division 1.1 or 1.2 (ex-
plosive) materials, detonators, or deto-
nating primers in any quantity when 
consigned to ‘‘order-notify’’ or 
‘‘C.O.D.’’, except on a through bill of 
lading to a place outside the United 
States. 

(b) A carrier may not accept for 
transportation Division 1.1 or 1.2 (ex-
plosive) materials, detonators, or deto-
nating primers which the shipper con-
signs to himself unless the shipper has 
a resident representative to receive 
them at the delivery point. 

(c) A carrier may not accept Division 
1.1 or 1.2 (explosive) materials for 
transportation subject to ‘‘stop-off 
privileges en route for partial loading 
or unloading.’’ 

[Amdt. 174–26, 41 FR 16092, Apr. 15, 1976, as 
amended by Amdt. 174–36, 44 FR 70732, Dec. 
10, 1979; Amdt. 174–68, 55 FR 52682, Dec. 21, 
1990; 66 FR 45383, Aug. 28, 2001] 

§ 174.110 Car magazine. 
When specially authorized by the car-

rier, Division 1.1 or 1.2 (explosive) ma-
terials in quantity not exceeding 68 kg 
(150 pounds) may be carried in con-
struction or repair cars if the packages 
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